
October 2013
Volume 24, Number 5



ADVERTISING MANAGER
Brian Compson
299 Hollyberry Trail
Willowdale, ON  M2H 2P3
Phone: 416-492-1635
brian.compson@gmail.com

Editor/Webmaster
John Taglione
83Collingsbrook Blvd
Toronto, ON M1W 1M4
Phone: 416-494-4551
taglione@sympatico.ca

The Ontario JAGUAR - July/August,20132

The Ontario JAGUAR
Volume 24, Number 5 - October 2013
Copyright © 2013 by the Ontario Jaguar Owners’ Association
The Ontario Jaguar is published six times a year.
Opinions and views expressed in this newsletter are those of the individual writers and do not
necessarily reflect those of the Ontario Jaguar Owners’ Association (OJOA), its executive
members, or affiliated bodies such as Jaguar Cars or the Jaguar Clubs of North America.

OJOA grants the Jaguar Clubs of North America (JCNA) and affiliated clubs a non-
exclusive,non-transferable, royalty free licence to reproduce articles and photographs contained
herein unaltered, one time in the affiliated club’s newsletter, provided credit is given to the
OJOA and the author of the reproduced material. JCNA clubs may contact OJOA to obtain
further permison as required OJOA and its executive members and legal  representatives accept
no responsibility whatsoever for the accuracy or efficacy of, or any claim for, any
product,service or recommendation made herein.

The Ontario Jaguar Owners' Association (OJOA)
The Ontario Jaguar Owners Association was formed in December 1959 as an automobile

club whose purpose was to stimulate and encourage interest in the reservation,Ownership
and operation of Jaguar automobiles. Over the years the OJOA has grown toprovide a
means for exchange of information, technical and otherwise, to encourage interest in
automobile sport andcompetitive events in Ontario, to provide social occasions for its
members, and to foster interest in theJaguar and Daimler automobiles. The OJOA is an
affiliate club of the Jaguar Clubs of North America (JCNA).

Meetings
Meetings are held on the second Wednesday of each month (except in July, August and
December) at 8:00pm.  They are held in the lower level of Montgomery's Inn, located on the
south-east corner of Dundas St.and Islington Ave. in Toronto.

Membership, Address Changes, Renewals
Membership in the OJOA costs $70 for one year (January thru December).
Ownership of a Jaguar or Daimler is not a prerequisite. Send all membership applications,
address changes, and renewalsto the Membership Director.  An application form appears on
the last page of the newsletter.

Merchandise
The OJOA has regalia for sale at all monthly meetings and events:
Windshield Decal - $1     Cloth Jacket Patch -  $5   Lapel Pin - $5
Contact John Taglione, 416-494-4551, to order any or all of these items.

Additional Contacts
   Concours Chairman                   Duane Grady         416-471-6375
   Chief Concours Judge                John Taglione        416-494-4551
   Spring Blossom Run Organizer  Fred Hill               289-649-0575
   Slalom Chairman
   Fall Regularity Run Organizer
   Merchandise/Regalia Sales        John Taglione        416-494-4551
   Jaguar Archives                                                       201-818-8144
   JCNA Regional Directors          Bob Matejek          248-842-1046
   (North Central Region)              Gary Kincel           724-744-6180

OJOA  EXECUTIVE
PRESIDENT
JohnTaglione
83 Collingsbrook Blvd
Toronto,ON, M1WM14
Phone: 416-494-4551
taglione@sympatico.ca

VICE PRESIDENT
Duane Grady
5863 Leslie St.  Suite 613
Toronto, ON,M2H 1J8
Phone: 416-471-6375
durielly@yahoo.com

SECRETARY
Bonnie Grady
5863 Leslie St.  Suite 613
Toronto, ON,M2H 1J8
Phone: 416-471-6375
bonnieoldford@yahoo.ca

MEMBERSHIP DIRECTOR
 / TREASURER
Bob Barrett
6 Crossburn Drive
Don Mills, ON, M3B 2Z2
Phone: 416-445-7867
Fax:     416-383-0862
ojoamembership@sympatico.ca

PAST PRESIDENT
Fred Hill
134 Edgewater Dr.,
Stoney Creek, ON, L8E 4Z3
Phone: 289-649-0575
jksjag@gmail.com

APPOINTED POSITIONS

Web Site: WWW.OJOA.ORG

Membership Benefits
Membership includes a subscription to the OJOA newsletter,The Ontario JAGUAR; free
classified ads in the newsletter and on the website http://www.ojoa.org, the OJOA referral
service; membership in the JCNA; a subscription to the JCNA's Jaguar Journal magazine;
eligibility to enter JCNA sanctioned Concours d’Elégance and events; all OJOA monthly
meetings andevents;and an opportunity to share a common interest with other Jaguar enthusiasts.

Advertising
The Ontario Jaguar welcomes commercial advertising.

The current rates are:
        Size of Ad               2 Issues        6 Issues (1 Year)
     Business Card               $40                     $75
     Quarter Page                 $55                    $115
     Half Page                        $80                     $170
     Full Page                     $115                   $275

Contact Brian Compson for information on placing ads.
      Phone: 416 492-1635
      Email: brian.compson@gmail.com
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Members are encouraged to submit articles or photographs to the newsletter editor for possible inclusion
in subsequent issues. Submissions should be in the following format to guarantee the best results:

The format requirements for the newsletter are basic ... the rule is "Please keep it simple" ... Text is
preferred in plain text - MS Word or similar submissions will be passed through Notepad to strip any
formatting before importing it to the desk top publishing software, though we'll try to reproduce your layout
if it is important to you - experience has shown that documents created in MS Publisher cause considerable
grief  Images are preferred in .png or .gif or .jpg format - We will reduce images to 300dpi and 800x600
maximum before inserting them into the newsletter to keep the file size down on the on-line version.

Deadlines - Any articles, notices or advertisements for inclusion in the OJOA newsletter must
be received by the editor no later than the fifteenth day of the month preceding publication.

Upcoming Events

Cover Illistration :  The Fall Regilarity Run       Photo by John Taglione

Next Issue

 OJOA Events:

Wednesday November 13th
 OJOA Meeting : 8:00pm
 Just Desserts and Awards Night
 Regular Meeting
 Montgomery Inn, Etobicoke

Wednesday January 8th
 OJOA Meeting : 8:00pm
 Annual General Meeting
 Montgomery Inn, Etobicoke

Wednesday Febuary 12th
 OJOA Meeting : 8:00pm
 Regular Meeting
 Montgomery Inn, Etobicoke

Wednesday March 12th
 OJOA Meeting : 8:00pm
 Regular Meeting
 Montgomery Inn, Etobicoke

Just Desserts and Awards
November 13,2013

MEMBERSHIP RENEWALS
FOR 2014 ARE  NOW DUE
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The annual OJOA Fall Regularity Run was run on Sunday. October 20 in the Stouffville area. It was a
bright sunny day with the trees in their full glory with vivid reds and yellows. We had a good turn out
for a great drive through the rolling countryside for our last event of the year.

OJOA Fall Regularity Run
October 20,2013

Some of the cars at this year's event.



The coffee and Tim Horton's doughnuts were ready as the club members began to arrive at the
Lion of Stouffville at 10:30 am and registered for the Run.
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OJOA Fall Regularity Run
October 20,2013

A few more of the cars at the Run



OJOA Fall Regularity Run
October 20,2013
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Some of the vistas on this year's route.

Our participants were sent off on to the run by Bob Barrett.
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OJOA Fall Regularity Run
October 20,2013

We would like to thank Bob Barrett for his help in the organizing and running of  this year’s
Regularity Run , the Lion Of Stouffville and  all the Club members who came out to be a part of
this year’s event.

 See you at next year‘s Regularity Run.
Photos by John Taglione

Our Winners

After the cars made it back and the question sheets were handed in,
everyone enjoyed a well deserved lunch as the marks were tallied.

First Place
Jerry Pappo and  Barb Tate

Third Place
Allan & Carol Linglebach

Second Place
Rodrigo Cravati & Josie Piazza



The Restoration of a 1954  Jaguar XK 140 Roadster
by Brian Cauthery
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This article  appeared in three parts in the January, Febuary and April 1978 issues of the Ontario Jaguar.
        NOTE: Prices have changed over the years and some suppliers are no longer available.

We found our XK 140 in 1968 looking quite impressive (from a distance) on a parking lot in Toronto. It wore a "for
sale" sign and presented its good side to the road.

Closer examination revealed fly screen reinforced rear fenders, cracked windscreen pillars, rusted body seams, no
body sill members at all, carpets like a compost heap, and that characteristic smell of damp decay found in aged
British cars. But at $450 plus Ontario sales tax, and certifiable as well, Barbara and I bought it. We drove about
200 miles, then decided some renovation was needed. Had we known it would be 1976 before it was completed,
we might have wilted at the project.

THIS 140

The car was a 190 hp (nothing special) roadster with a two tone paint job (British racing green and rust). The car
had either 75,000 or 175,000 miles on it - I could believe either.

To restore any car, you need:

   - a mental picture of the finished gem to carry with you
   - another car to drive to work in -a good selection of tools
   - a forgiving wife and family
   - a little money
   - somewhere to work
   - a small garden (a patch of concrete is even better)

HINDSIGHT

Things I will do next time:

  1.  Take a lot of photographs of ALL parts of the car before dismantling it.
  2.  Record a selection of body measurements inside and out.
  3.  Install new sill members before the body is removed from the chassis.
  4.  Get a workshop manual before taking the gearbox to pieces.
  5.  Re-tap the chassis drillings after galvanizing.

DISMANTLING

After three months pride of ownership, we had overhauled the brakes, the fuel pump, rebuilt the cylinder head,
and concluded that we would be better off to disassemble the whole car. By six months, we had in the corners of
the garage: the engine, gearbox, steering, axles,chassis, body in three pieces, and two 2 gallon buckets of nuts
and bolts.

ENGINE

We disassembled each major component one at a time. First the engine. It was cleaned inside and out, degreased,
the oilways in the block and crankshaft flushed  (it is astonishing how much dirt accumulates there).

The bores showed little wear, so new rings were fitted and the pistons knurled. The small ends were satisfactory,
but new main and big end bearings were fitted. Standard big end bearings for a 3.4 sedan were used as these
have a catalogued clearance two  thou less than those for the 140. A new timing chain and blade and spring
tensioner completed the engine additions (this 140 was built before the days of hydraulic tensioning). The
manifolds were polished and matched to the head. I was surprised at the number of holes which didn't quite
match. I did not balance the crank, pistons, and rods, as the total weight variations between pistons individually,
and pistons and rods collectively was less than half the allowable tolerance quoted in the book.

CLUTCH

A new plate was installed as several springs were missing. The flywheel face was unmarred.
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The Restoration of a 1954  Jaguar XK 140 Roadster
by Brian Cauthery

GEARBOX

As purchased, the 140 had the usual four speed Moss gearbox. To check the oil, I removed the dipstick and
concluded that it was filled with castor oil. It took a few minutes to realize that what I thought was transparent oil
was in fact gear oil full of ground up metal particles! The circlip on the input shaft had broken, the shaft had moved
forward, and the roller bearing which centres the input/output shafts had fallen out and had been ground to dust.
The only real damage had been to first and second gears.

I bought a good used first gear, second gear syncromesh cone, and inputshaft, but the first gear ratios were
different. By pressing the new gear onto the old shaft,and adding a new gear on the lay shaft, all fitted. We now
have almost equal ratio spaces across the box.

We bought a MK I Laycock overdrive unit and a gearbox mainshaft and converted the four speed box to overdrive.
This is not particularly difficult if you have a workshop manual. With the standard 3.37:1 XK 140 rear end ratio and
the 25% overdrive, we have about 34 mph per 1000 rpm. At a steady 65 mph with the top up, the 140 gets 28
mpg.

New universal joints from Canadian Tire were fitted to the driveshaft. Their part number is15-2137.

REAR AXLE AND STEERING

An examination of play convinced me that the rear axle needed no attention. The steering rack and pinion were
cleaned and the ball joints reshimmed (no new parts). Even the metalastic rack mounts were satisfactory.

At this point, all the finished parts were primed and finished in black epoxy.

CHASSIS

The chassis was in good condition - ie no crash damage (doubtless protected in part by the gallons of oil which had
leaked onto it).There was only one rust hole - by the front shackle of the rear spring. This was cut out and a patch
welded on. We now put a bolt into each tapped hole, and had the whole thing shot blasted, pickled, and hot
dipped galvanized. It took a week to remove the bolts! The best way to tackle this is to leave the tapped holes open,
and to retap them after galvanizing.

Time lapse to this point was sixteen months.

BASIC ASSEMBLY

One bright weekend, we carried all the major components outside, and in twelve hours had installed engine,
gearbox, front and rear axles, steering, suspension, and brakes. The engine was lifted onto the chassis with the aid
of a tractor and a front end loader just back from muck spreading - a memorable experience!

THE BODY

After removal from the chassis, the body collapsed into about seven parts. The aluminum trunk lid, hood, and one
door were in excellent condition. The driver's side door had been hit by a cyclist, and slammed too often - it was
beyond repair. A fellow Jag owner gave me a used roadster door in good condition.

We had the body sandblasted inside and out. BE CAREFUL - sandblast rusted areas only! The developed heat is
sufficient to distort the metal. The foot wells, sills, rear inner fenders, and all the body mounts had corroded badly.
We cut out all the rusted parts; then, using 135" x 2" x lh" galvanized channel, rebuilt the centre section frame
which is situated behind the firewall and supports the doors and rear part of the front body section. This was
difficult, as the original parts had disintegrated.

The sills were a major problem - "not available", said Ensign Motors. I couldn't believe that Jaguar hadn't got a
single XK 140 sill somewhere. So, being a Radio Amateur, I called CQ Coventry England, and contacted a British
ham whose nextdoor neighbour happened to work for Jaguar. The neighbour was brought to the microphone, and he
agreed to see what he could do. The following Sunday we spoke again. He had found one XK 140 sill member. It
took six weeks to get here via Ensign Motors. We had the sill copied right and left in sixteen gauge, and galvanized.
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The Restoration of a 1954  Jaguar XK 140 Roadster
by Brian Cauthery

The holes in the front and rear body mounts, and the body underside, were welded up with 16 gauge steel bent,
cut, and rivetted first. We now had the front and back of the body, two sills, and no jig to fit them, and no
measurements for the chassis to body mounting blocks.

We disgarded the white metal "corrosion cells" which were used between the body and chassis. White metal, body
steel, and chassis steel together with road salt and water produce a potential difference only slightly less than that
delivered by Ontario Hydro! We used hockey pucks as body mounts (NHL Official, of course).

At this point we rebuilt the door hinges. We stacked eight washers above and below each hinge plate, and with the
hinge in place, welded washers and plate together. Then, with the hinge eye in place, ran a 7/16" drill through
them. The hinge pins are 7/16" bolts lightly sanded and copiously greased.

With the aid of my son David and a wheelbarrow, we installed the front part of the body and the doors. The sills
were then fitted and the hockey pucks sliced to fit. After this, the rear part of the body was set on the chassis,
leveled, and bolted down. This last paragraph took three months off and on - it was a terrible job to get the body,
doors, and fenders all to fit. New plywood floor panels were now cut, creosoted, and fitted.

THE REAR BODY AND FENDERS

Rust had so damaged the edges of the rear deck, that it came away from the lower section when lifted off the
chassis. We cut 2" wide by 12" long strips of 16 gauge steel and hammered them concave down the centre.
Then, by cutting slots along each side, they could be bent longitudinally to fit the curve of the outer edge of the
inner fender. These were rivetted along the inner fender and then tack welded to the edge of the rear deck. Similar
strips were cut and rivetted along both edges of the rear deck on the inside. They were then welded in place
through the holes left by the rust and sand blaster.

Fibreglass rear fenders were tried and rejected - not original, and they didn't fit. We therefore cut a 2" wide flange
of 16 gauge to the shape of the front of the rear fender and mounted these on the new shut face plates. Then a
rectangular flat sheet of 16 gauge was set butting the new flange, and was brazed to it. The complex curve at the
top of the fender was formed by cutting a series of narrow fingers to make up the compound curve of the fender
top. All joints were now brazed in 11" runs to minimize distortion.

This method leaves undulations in the body work. These were covered in a layer of body filler and then smoothed to
the correct contour.

THE ELECTRICS

Mark carefully the connections to the windshield wiper motor, signal relay box, and fuse block using coloured nail
varnish. Then take the whole loom out - don't try to tag the ends. Cut all the wire behind the dash 8" from the
instruments and solder each cut to the male and female end of a #1 Jones Plug. You will need two 8 pin plugs. They
can be obtained from any radio hobby store. Age will have reduced the loom colours to a dull brown, so pin the
loom to a sheet of plywood and remove all the end sheathing until the colours are visible. Now, buy at the wreckers
a couple of looms from BLM cars of the period. You will find the same colours. Now carefully solder, using good flux
and solder, new end lengths of the correct wire gauge and colour, insulate and rebind the loom. Solder new bullet
connectors as needed. There will be plenty of good bullet connectors in the scrap looms. Install new grommets in all
holes, reinstall and connect the loom. Check as you go with a l2v battery charger.

BODY FINISH

We spent several days smoothing the body and flattening weld seams. Next the metal was roughed and a layer of
epoxy filler put on where needed. The whole car was rubbed down, and door, hood, and trunk gaps evened out. We
took the car to a professional to have it painted. Meanwhile, about 30% of the chrome had been replated, the
remaining needed cleaning only.

New clear side screens were made from poly methl methacrylate sheets. Vinly was used for the side screens and
the tonneau cover. Connally hide was used for the seats, cockpit surround, and the door panels. The seats were
wholly destroyed by the incompetence of a local upholsterer who wrapped the existing leather seats with $250
worth of Connolly hides. New hides were purchased and the seats rebuilt properly.
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The Restoration of a 1954  Jaguar XK 140 Roadster
by Brian Cauthery

MODIFICATIONS TO THE 140

a)  A fresh air heater from a Riley 1.5 was installed to replace the original recirculating device.
b)  Door locks from the rear doors of an Austin A60 were installed in place of the originals.
c)  Four way flashers were put in, using the 140 circuit plus a modified push button swithch from a 3.4 sedan.
d)  A 4:1 rev counter and angle drive from a 3.4 was installed, since the Riley heater precluded the use of the
     original.
e)  The passenger grab rail was repositioned to allow for the installation of the heater controls.
f)   A low brake fluid/handbrake warning system from a 3.4 was installed.  g)  JPL headlamps with the "J" from
    the  originals in the centre were fitted.
h)  A power operated semi-disappearing antenna was placed in the rear deck, with twin speakers in the footwell
     side panels.
i)  A manual choke switch, headlamp flasher button, and electric windshield washer pump were put in.
j)  The overdrive reverse cut out solenoid is a Chrysler horn relay. It allows overdrive to be used in all four
     forward gears. The solenoid is energized from the back up light circuit.
k)  Panels were added below the lower door hinges and ahead of the rear wheels to keep out the water etc.
1)  New shock absorbers were installed: front - Plymouth Duster, rear - Toyota Crown. All from Canadian Tire.

THE COCKPIT SURROUND AND FENDER BEADING

The half round rubber section which surrounds the 140 cockpit was in good condition, but its leather cover had
rotted. Similarly, the fender beading between the rear fender and the rear deck fell to pieces. We purchased about
ten square feet of yellow upholstery vinyl. Then five foot lenghts of V rubber tube were enclosed in 6" widths of the
vinyl to form new fender beading. A smaller beading was made with the vinly strips for use on the cockpit
surround.

The method of making the cockpit surround is illustrated, since it is far easier to draw than to describe.

ORIGINAL PARTS WHICH FAILED

The generator, after a commercial overhaul, couldn't decide which polarity it wanted.
The voltage regulator failed, probably due to the above. Replacements for the above units came from a 3.4.
Those three drilled brass bolts holding the external oil line feeding the cams were replaced with steel ones
 from a 3.4.

SUMMARY

This restoration project was designed to produce a good, strong, rust free, roadworthy car. The car is not Concours
in the true sense of the word.My wife Barbara and all the family agree it was well worth the effort. This 140 has
been timed at 123 mph one way on a level road, no wind. It is bright yellow, and has the exhaust note of a Reo
truck.
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The Restoration of a 1954  Jaguar XK 140 Roadster

COST OF THE PROJECT (TO DATE)

  ITEM                              PRICE     YEAR
1954 XK140 (used)                 450.00       68
Tax                                          22.50       68

Cylinder head                         155.86       68
Overdrive and mainshaft           40.00       68
Handbook                                  5.00       68
Other parts                              60.00       68
Repair radiator                         15.00       68
Other parts                              12.00       68
Other parts                              15.58       69
Other parts                              30.00       69
Other parts                              10.00       69
Other parts                              11.28       69
Sand blast body                        60.00      71
Exhaust system                        58.00       71
Rings, main and
   big end bearings                   35.00       69
Wheel cylinder kits                     3.32       71
Galvanizing chassis                   25.40      70
Shot blasting chassis
    and other   parts                   52.00
Sill member (UK)                       39.00
Second sill members (Canada)    50.00
Other parts                             325.00
Four tires                                250.00     76
Paint and body                        585.00     75
Leather/upholstery                  300.00      76
New top                                  310.00     77

TOTAL COST (Approx)        $3,710.00
                                  (plus a few hours time)

 The heater
control on the
XK140 dash.

The heater box
and control
cables with the
angle rev
counter drive
in front of
them.

The fresh air
intake to the new
heater mounted
below and behind
the bumper.

Photos:  Kerr Associates, Islington Ontario
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Reg Beer Coachbuilders Corp.

Providing quality service & restoration to
classic & vintage automobiles for

over 35 years.

  12944 Albion Vaughn Rd.               Tel/Fax (905) 857-3210
  Bolton, ON  L7E 4C6         Email: cmcmog@idirect.ca
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Classifieds: Parts

Jaguar Parts [06]
Many used parts for the following Jaguars.

XJ6 Ser. III, 1980-1987, Ser. IV XJ40 1987½ - 1994, XJ6 1995-1996,
XJ8 Coupe 1998, XJS 6/12 1980-94, XJ8/XJR/VDP 1998-2003,
S-Type 3.0/4.0 L 2000-2003, X-Type 2.5/3.0 L 2002-2003.

Contact: birkshiremotors@rogers.com for availability of parts you need.

Club members and other interested parties may advertise personal cars, parts and services
for sale or wanted in the newsletter and on the website.  Ads should be no longer than 50
words and may be edited for space considerations. All classified ads run for a minimum of
two consecutive issues and can be renewed if requested.  Members of OJOA and other
JCNA affiliated clubs offering reciprocal free advertising may advertise at no charge, the
fee for others is $25 for 2 issues / $60 for 6 issues. Contact the Advertising Manager to
place or cancel ads.

Jaguar XK-140 OTS Parts Wanted      [02-12]
I need a front bumper and windshield side pillar, but would be
interested in any parts that are for sale.

Contact William (Rick) O'Connor
Call 519-623-3442 , Cell 519-654-8866
Truck driver so not home much, may take awhile before I answer.
Email : williedf@sympatico.ca

mailto:birkshiremotors@rogers.com
mailto:williedf@sympatico.ca
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Classifieds: Cars

British Racing Green exterior, tan leather interior, with only
86000kms. Excellent condition. stored indoors in winter.
Runs well, certified and e-tested. $11,500. O.B.O.
Collectors car Call John 519-271-2923
or email charwitt2000@yahoo.com

1990 XJ12 VDP                                            [04-10]

1973 E-Type Series III Roadster                [03-12]

 1968 Jaguar MK2 - 340 RHD                  [09-13]

Regency Red with Caramel Interior, Black Rag Top
V-12, 4 Speed, 4 Stromberg Carburetors
Jaguar "Wire Spinner Wheels" also called "Knock Offs"
Custom Jaguar Steering Wheel
Only 45846 Miles New, Top in 2007, New Paint in 2008
OJOA 1st Place Winner in Driven Class
Only 3 Owners in 39 years !
Bought Cottage and Motivated to Sell ! $57,500 obo
Please call Ryan 416-230-4850 (serious inquiries only please)

1990 XJ12 Vanden Plas                             [04-12]

Charcoal exterior, grey leather interior, with 171,000 kms.
Stored indoors all the time.
Runs well, certified and emissions tested.
Original Jaguar manual and shop manual included.
Asking $6,000 as is, O.B.O.
Call Darmo: 905-270-5625 or email pcdsugeng@hotmail.com

 1974 XKE Series III                                     [06-12]

Midnight Blue with a Tan Interior, Almost new Black Rag Top
Midnight Blue Removable Hard Top
5.3L V12 Automatic Transmission
Only 43,451 Miles - Excellent Condition
Owned by current owner for 26 years
Recently appraised at $47,500
Please call Tedd at 905-376-2607 or
Email comsen@bellnet.ca

 1960 MK-IX                                              [06-13]

The car is a 1960 MK-IX with 69000 miles on it.
Asking 30K but willing to entertain offers.
The car has been well maintained over the 20 years I
have owned it.
Please call Roger at  905-668-6703 (Whitby) or
Email rogco301@gmail.com

Purchased new in Macclesfield, England Brought to Toronto in the 1970s
Current owner for 20 years, has sat in garage for last 7
Some work required to restore to new condition, much of work has been done
Matching engine and transmission numbers (both removed from car)
4-speed Moss gearbox with Laycock de Normanville electric overdrive
Fitted with the rare, factory-original chrome trailer hitch!
Many Extras included
Asking $11,995.

Contact Montgomery Gisborne, 416 432-7067 or emotive@hotmail.ca

mailto:charwitt2000@yahoo.com
mailto:pcdsugeng@hotmail.com
mailto:comsen@bellnet.ca
mailto:rogco301@gmail.com 
mailto:emotive@hotmail.ca
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Classifieds: Cars

2008 Jaguar XJ8 Vanden Plas                    [08-13]

Good condition, but needs restoring.
The engine turns over and the mechanics are in fair working order.
 In storage for several years ,  now needs new owner to take care of it
Black exterior with red and black interior with all gauges in place.
Can be seen near Sunderland, Ontario, north of Uxbridge.
Price: $5,000.00 or best offer......must sell.

Call John at 705 357 1058 or Email pamjohnhead@gmail.com
                              and/or
Call Ewen at 441 524 1284 or Email emaclean@bm.ibm.com

1962 3.8 MK II                                             [07-12]   1987 XJSC 5.3 V12                                    [07-12]

Rare T-Top model. Great condition, runs very well.
The body in very good condition, mechanics are excellent.
In storage for a few years, now needs new owner to take care of it.
Dark blue exterior with black interior
Original walnut wood finish in good condition.
Can be seen near Sunderland, Ontario, north of Uxbridge.
Price: $11,5000.00 or best offer......must sell.

Call John at 705 357 1058 or email pamjohnhead@gmail.com
                                   and/or
Call Ewen at 441 524 1284 or email emaclean@bm.ibm.com

1961 Mark 2, 3.8 Automatic                      [08-13]

 Colour frost blue exterior with ivory / mocha interior
 Original owner    19,300 km.
 Indoor stored or in Florida each winter  Never driven in snow
 As new condition with limited use since 2012
 Purchased from and always serviced by Budd's Oakville
 Warranty to October 2015   Location Etobicoke
 MSRP $94,495  Asking $45,000 OBO.
 Email RickW@charlescraft.ca

1987 Jaguar XJ6                                            [08-13] 1966 S Type 3.4 litre Grille and badge    [11-12]

In excellent condition
$225.00
John Funnell
Call 416 284-5244
or Email jfunnell@sympatico.ca

One owner from new.
Nimbus white with biscuit interior.
Brake job including new calipers this year.
Approx 91,000 miles.
Asking $6,000.

Contact Carolyn Leslie at 416-968-7844 or
Email Caroline.Leslie@sympatico.ca

Exterior trim re-chromed. White wall tires, chrome wire wheels and new
knock-offs.New fog lamps, rear lights and boot light re-chromed.
Replacement harness, new disc brakes and rotors.
Stainless exhaust Wood re-veneered.Leather seats with 5 lap seat belts
New interior door panels, carpets and headliner.
Asking $32,000

Contact Ray Pettit at 905-468-9236 or Email  rpettit@sympatico.ca
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New Renewal

ONTARIO JAGUAR OWNERS’ ASSOCIATION

Year  2014 Membership Application
Date:

Waiver of Liability:

I hereby release the Ontario Jaguar Owners Association (hereinafter "OJOA"), its Executives, Officers, Directors, Event Chairpersons, Sponsors, Members and/or Non-Member
guests and the aforesaid parties' agents, assigns and heirs from any and all liability whatsoever purported to arise from any of the said party's act(s) or omission(s) that may
arise from my participation, or my presence at, any event or activity of the OJOA including, but not imited to, death, injury, damage or loss of any kind or nature whatsoever.
Membership requires completion of this form.

Signed by  (Member)  __________________________________ Date__________   (family Member) ____________________________________

For Family Membership information contact Bob Barrett Membership Director.

Newsletter Delivery:
[  ] Electronic(email/download)
[  ] Canada Post

Annual Membership Fee : $70.00 (includes $30.00 USD JCNA fee)
Mail this form along with payment to:

Have you ever been terminated, banned, requested to resign/step down or your membership was not renewed or was modified in any way, in any club, association, social
organization or similar organized activity?

If you answered yes, please use a separate page to provide details.No Yes

Jaguar Status No change from last year In market for Jaguar(s)

                                                     Own/Lease Jaguar model(s) described below         Just enjoy Jaguars

 Model                     Year          Colour                 Plate #         Condition                    Usage

1

2

3

[ ] Daily Driver
[ ] Pleasure Driving
[ ] Rarely Driven
[ ] Under Restoration
[ ] Don't Ask

[ ] Excellent
[ ] Good
[ ] Fair
[ ] Poor
[ ] Parts Car
[ ] Excellent
[ ] Good
[ ] Fair
[ ] Poor
[ ] Parts Car
[ ] Excellent
[ ] Good
[ ] Fair
[ ] Poor
[ ] Parts Car

[ ] Daily Driver
[ ] Pleasure Driving
[ ] Rarely Driven
[ ] Under Restoration
[ ] Don't Ask
[ ] Daily Driver
[ ] Pleasure Driving
[ ] Rarely Driven
[ ] Under Restoration
[ ] Don't Ask

Name :
Address :

Telephone -  Home: (       )                                                 Work: (         )
E-Mail:                                                                                                                       (Very Important )

Ontario Jaguar Owners' Association
   Attention: Bob Barrett
   6 Crossburn Drive,
   Toronto, ON, M3B 2Z2
E-mail : ojoamembership@sympatico.ca

MEMBERSHIP RENEWALS FOR 2014 ARE  NOW DUE


